
The Interacter LS Battery Charger is specifically 
designed to meet the demands of the informed 
consumer who knows that today’s hi-tech 
batteries must be charged correctly, at a 
competitive price. 

Like the Professional Series, The Lineage 
Series features a microprocessor controlled 
system that out-performs industry standard 
chargers in its price range.

With our patented “3 Stage Plus” technology, 
our PS charger provides batteries with 
exactly the amount of charge they need. 

Whether its a liquid electrolyte, absorbed 
electrolyte, deep cycle, or gelled type battery, 
you’ll never need to fear overcharging or 
undercharging again!
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The Interacter ICS battery charger puts 
charging problems in the past. 

The new Interacter ICS is a high performance 
battery charger for use in demanding 
applications where optimal performance and 
service life is critical, such as golf carts, 
personal carriers, and floor sweepers.
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BATTERY TYPE SWITCH

LS0606

LS1202

LS1206

LS2403

Model DC Output 
Amps

DC Output 
Volts

AC Input
Amps

AC Input
Volts

AC Input
Freq.

Length
(in.)

Width
(in.)

Height
(in.)

Weight
(lbs.)

6

2

3

6

12

24

1

2

2

117*

117*

117*

60Hz*

60Hz*

60Hz*

6.0

6.0

6.0

6.5

6.5

6.5

5.25

5.25

5.25

5.2

5.2

5.7

*International Voltages Available

6 12 2 117* 60Hz* 6.0 6.5 5.25 5.2

LS2405 5 24 3 117* 60Hz* 6.0 6.5 5.25 9.5

LS3603 3 36 2 117* 60Hz* 6.0 6.5 5.25 9.5

LS4805 5 48 4 117* 60Hz* 6.0 6.5 5.25 10.5

PS1205

PS1210

PS2405

PS2408

Model DC Output 
Amps

DC Output 
Volts

AC Input
Amps

AC Input
Volts

AC Input
Freq.

Length
(in.)

Width
(in.)

Height
(in.)

Weight
(lbs.)

5

10

5

8

12

12

24

24

1

2

2

3

117*

117*

117*

117*

60Hz*

60Hz*

60Hz*

60Hz*

6.0

6.0

6.0

6.0

6.5

6.5

6.5

6.5

5.25

5.25

5.25

5.25

7.1

9.5

12.6

15.2

*International Voltages Available

ICS1230

ICS2425

ICS3620

ICS4820

Model DC Output 
Amps

DC Output 
Volts

AC Input
Amps

AC Input
Volts

AC Input
Freq.

Length
(in.)

Width
(in.)

Height
(in.)

Weight
(lbs.)

25

25

20

20

12

24

36

48

4.5

7.5

9.6

12

117*

117*

117*

117*

60Hz*

60Hz*

60Hz*

60Hz*

12.0

12.0

12.0

12.0

7.0

7.0

7.0

7.0

7.0

7.0

7.0

7.0

24.0

27.6

32.1

37.0

*International Voltages Available
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NO DC PARASITIC LOSSESSHORT CIRCUIT PROTECTION

PUSH BUTTON BATTERY SELECTOR

ENERGY STAR RATED

LOW VOLTAGE START

SAFETY OVERRIDE TIMER TEMPERATURE COMPENSATION (OPTIONAL)HIBERNATOR

SCR PHASE CONTROL DESULFATION STAGE

VOLTAGE LIMITED

BATTERY TYPE SWITCH 3 STAGESHORT CIRCUIT PROTECTION

LOW VOLTAGE START AUTOMATIC OVERRIDE TIMER

TEMPERATURE COMPENSATION

HIBERNATOR

SCR PHASE CONTROL

HD CARRYING HANDLE TIMED CONSTANT VOLTAGE WALL MOUNTABLE

HIBERNATOR

LOW VOLTAGE START AUTOMATIC OVERRIDE TIMER

TEMPERATURE COMPENSATION BUILT-IN A.C. CIRCUIT BREAKER

SCR PHASE CONTROL

LS PS CS
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